Computer Cables

Application Construction

Specially designed computer cables suitable for data e 7.02 mm dia (24 AWG) Annealed Tinned Copper
transmission over longer distance & noisy environment. conductor

Low capacitance permits extended transmission distance »  Polytheneinsulation.

e.g. 150 mtrs. for 9600 bps. Twisted pair construction & . Cores twisted into pairs,

foil shield to reduce EMI/RFI interference and extra braid
: »  Overall Al-Mylar foil shielded alongwith 7/0.2 mm ATC

ield i for low frequency interference i
shield in type B cables for low frequency interference is Aol

provided. Thus, these cables ensure error free data i ‘
; = Annealed Tinned Copper Wire braid shield with min.

transmission, over extended distances for Eomputers and ;
80% coverage for Type B Cables.

peri-pherals. &
: «  Grey PVC outer sheath.

»  Armour protection if required can be provided.




Foil Shielded Type A

Foil Shielded Type A

No. of Overall diameter Weight.

Overall diameter Weight
(mm)

- (Kg/Km)

Cores e (Kg/Km)

12
16
24
25
34
3
50

4 core is Quad formation

- Suitability 4,7,12,16 & 25 core for RS-232
24 core for IEEE - 48
34 core for V, 35 - Interface
37 core for RS-449/422
50 core for Parallel interface DB 50 connector
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