Signal Cables

Application

Signal cables are specially designed cables to transmit
various forms of signals without any external interference.
They may carry low voltage, 4.20 mA, frequency, digital or
analogue or any other form of signals or carry on-off signals
to solenoid valves.

Various configuration in pair, triad or quad suitable for
transmission of temperature, pressure, massflow, gas
detector, data signals, digital or analogue can be provided.
Twisted pair construction and individual pair shielding with
A1-Mylar tape offers excellent immunity to low and high
frequency and electrostatic as well as electro magnetic
interference. '

Polythene insulation in type B cables provides low
capacitance, inductance & L/R ratio for intrinsically safe
areas. Specially formulated sheath and design makes the
cable suitable for hazardous and hostile chemical
environment.

Construction

* 7/0.5 mm dia Annealed Bare Stranded Copper
Conductor. (1.5 Sq. mm)

* PVC Insulation for Type A and Polythene for Type B
cables.

* Corestwisted into pairs, triads or quads.

* Each unit individually Melinesx taped and Al-Mylar
Shielded alongwith ATC stranded drain wire (Type IS
cable only).

* Units laid up, Melinex taped and overall Al-Mylar
shielded alongwith ATC stranded drain wire (Type IS &
0S Cables).

¢ PVCinnersheathed grey colour.

*  Glwire/Strip armoured as per 1S-1554 (1).

* PVCoutersheathed as per1S: 1554 (1).

* HR Insulation, 90° C operation inner & outer sheath or
FRLS inner & outer sheath can be provided on special
request.

*  Blue color outer sheath for intrinsically safe areas can be
provided.
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Type 0S-Overall Shield
Type IS-Individual & Overall Shield
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