Telecommunication Cables
~ PVC Insulated, PVC Sheathed

Application

Multipair twisted cable for communication and switchboard
wiring. Armoured cable can be laid underground directly.

Superior hard grade PVC insulation ensures long life and .

stable properties of cable. Staggered lay of twisted pairs
ensures minimum cross talk. Suitable for-indoor, interplant,
switchboard wiring in damp conditions. Cable can be
screened with Aluminium Mylar tape‘for electrostatic noise
rejection.

Construction

«  Solid Annealed Tinned Copper Conductor.
* Hard Grade PVC Insulation.

* Colour coded as per ITD spec. No. S/WS-113C (Other
colour coding on request). -

» Twisted into pairs with staggered lay to minimize |
. crosstalk.

*  Pairslaid up and wrapped with Melinex tape.
*  Qverall PVC Sheathed.
= Armourand outer sheath as per 1S-1554 (1)

«  Cables may be screened with Aluminium- Mylar tape
alongwith drain wire (on request).

. Govermng Specification ITD Spec. No. S/Ws-113-C.
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1. 2 pair cables in quad formation.

2. Cables laid up in units in higher sizes (on request cable stranded in layers available).
3. For cables with overall diameter less than 10 mm armouring is by 0.9 mm G.I. Wire instead of 1.4 mm.
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